Yataklama Elemanlari

1

KASTAS

MALZEME
KODU PR6501 PH6501 PH6502 PH6503 PH6504 PM9901 PM9902 PR6502 PT6002 PT6003
PTFE PTFE Grafit
wl .
Polyester Katkil Fenolik .
s Katkil Katkil . m Fiber
g Sentetik = Sentetik Fiber Sentetik Fiber Ca Fenolik Karbon Bronz
2' Fiber Fiber Fenolik Fiber Aramid POM Elyafl Resin Dolgulu Dolgulu
s Polyester = Fenolik Resin  Polyester | Resin POM PTFE PTFE
Resin Resin Resin
K73 K75 K76 K79 K78 K70 K68 K72 KKT KBT
KASTAS
NO KPB KSB K69
Ozgiil
Agirlik 121g/cm?®  12g/cm®  115g/cm®  121g/cm® 14g/cm® | 142g/cm® 159g/cm® | 13g/cm’® @ 21g/cm® 3.1g/cm®
Sertlik 98 95 95 100 15 80 85 96 65 58
Rockwell M | Rockwell M | Rockwell M | Rockwell M | Rockwell M | Rockwell M | Rockwell M | Rockwell M Shore D Shore D
Cekme
Dayanimi ~ 50N/mrh  45N/mm®  45N/mm* 50N/mm* 50 N/mm* 73N/mm® 128 N/mm* S51N/mm* 19N/mm® 20 N/mm*
Basing
Dayanimi 330 N/mm?* 345N/mm?* 270 N/mm® 290 N/mm? 344 N/mm* 30 N/mm® 40N/mm® 275 N/mm* 25N/mm® 25N/mm?’
Su
Absorbsiyonu| <0.1% <01% <0.16 % <01% <01% <0.26 % <0.26 % <1% <01% <01%
Surtiinme
Katsayiss  0.12-0.15p | 012-015pu | 0.15-0.2p | 0.10-0.14 p | 0.13-0.17 p 01p 01u 012 0.08 u 0.15-0.25
Calisma
Sicaklig -40 /+120°C | -40/+130°C | -40/ +120°C | -40 /+120°C | -40 /+200°C | -40/+100°C  -40/+100°C | -40 / +120 °C -200 / +200 °C -200 / +200 °C
Kayma Tm/s Tm/s Tm/s Tm/s 5m/s Tm/s Tm/s Tm/s 15m/s 15m/s
Hizi (max)
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Kastas Sizdirmazlik Teknolojileri
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